Installation Guidelines:

It's important to choose screws that are long enough to penetrate the wall studs, not just the
drywall. This will provide the necessary support for heavy mirrors. Generally, you'll want
screws that are at least 2 inches long, but the exact length can vary depending on the
thickness of your wall and mirror.

Essential Tools for Mirror Installation

e Drill: An electric drill is necessary for creating pilot holes and driving screws into the wall.
e Level: Ensures that your mirror hangs straight, preventing any lopsided appearances.

e Tape Measure: Accurate measurements are key to aligning the mirror properly.

e Screwdriver: A manual or powered screwdriver can help tighten screws securely.

e Stud Finder: This helps locate wall studs, which are crucial for supporting heavy mirrors.

Step-by-Step Guide to Mounting Heavy Mirrors

e Measure and Mark: Use the tape measure to determine where you want your mirror.
Mark the spots lightly with a pencil.

e Locate Studs: Run the stud finder along the wall to find the studs. Mark these as they
will provide the best support.

e Drill Pilot Holes and Screws: With your drill, make small pilot holes at the marked points
to guide the screw anchors and then the screws to prevent the wall from cracking.

e Hang the Mirror: Carefully lift the mirror and position it on the mounted hardware.
Double-check with the level to ensure it's straight.



